NOTIFICATION

QUOTATION NOTICE

Sealed quotations are invited for supply of one Scanner to the Vigilance Directorate.

2. The envelopes containing the quotations should be superscribed "Quotation for supply of Scanner" and should be addressed to the Director, Vigilance & Anti-Corruption Bureau, Thiruvananthapuram-33. Last date and time for the receipt of the quotation are 03 ..03..18 at 1 PM. Late quotations will not be accepted. The quotations will be opened at 3 pm on the same day in the presence of the vendor or their authorized representatives who may be present at that time. More details are available in this office. Specification is attached herewith.

To: All Leading Firms

V.S.Aji
Superintendent of Police (Int)
Directorate, Vigilance & Anti-Corruption Bureau, Thiruvananthapuram.
Kodak ScanMate i150 Scanner

Features

- **Throughput Speeds**
  - (portrait, letter/A4 size, black and white/grayscale/color)
  - Up to 30 ppm at 200 dpi and 300 dpi

- **Transaction Mode**
  - Up to 3,000 pages per day

- **Recommended Daily Volume**
  - Fully supported by Kodak Capture Pro Software (Group A) and Kodak Asset Management Software

- **Recommended PC Configuration**
  - Intel Core 2 Duo (EB200, 2.66 GHz, 4 GB RAM)

- **Image Processing**
  - Runs on user PC

- **Maximum Document Size**
  - 215 mm x 355.6 mm (8.5 in. x 14 in.) Long Document Mode: up to 3 meters (76.2 in.)

- **Minimum Document Size**
  - 63.5 mm x 65.0 mm (2.5 in. x 2.56 in.); Minimum Width: 50.8 mm (2.0 in.) when centered using visual guides

- **Paper Thickness and Weight**
  - 34-413 g/m² (9 to 110 lb.) paper

- **Feeder**
  - Up to 75 sheets (20 lb./80 g/m²) paper; handles small documents such as ID cards, embossed hard cards, business cards, and insurance cards

- **Document Sensing**
  - Ultrasonic multi-feed detection, Intelligent Document Protection

- **Connectivity**
  - USB 2.0 High-Speed, USB 3.0 compatible

- **Bundled Software**
  - Fully supported by Kodak Capture Pro Software and Kodak Asset Management Software


- **Mac bundled software**: NewSoft Presto! PageManager, NewSoft Presto! BizCard Xpress; TWAIN driver (Available via web download only)

- **Supported Operating Systems**
  - Windows 10 (32-bit and 64-bit), Windows 8.1 (32-bit and 64-bit), Windows 7 SP1 (32-bit and 64-bit), Windows Vista SP1 (32-bit and 64-bit), Windows Server 2008 R2 (32-bit and 64-bit), Windows Server 2000 (64-bit)

- **Barcode Reading**
  - One line of 2D codes; includes Code 2 of 5, Code 128, Code 16, Code 16K, UPC-A, UPC-E, EAN-13, EAN-8, PDF417

- **File Format Outputs**
  - Single and multi-page TIFF, JPEG, RTF, BMP, PDF, searchable PDF, PNG

- **Output Resolution**
  - 600 dpi

- **Illumination**
  - 100/150/200/240/250/300/400/500/600/1200 dpi

- **Image Sensor**
  - CMOS-based CIS Scanner

- **Imaging Features**
  - Perfect Page Scanning; Fixed Cropping; Relative Cropping; Multi-Lingual Auto Orientation; Orthogonal Rotation; Add Border; Balance; Round/Rectangle; Angle Fill; Sharpening; Streak Filtering; Enhanced Color Adjustment; Color Management; Removal; Majority Rule Noise Removal; Halftone Removal; Electronic Color Dropout (R, G, and/or B); Predominant (1) Color Dropout; MultiColor Dropout Color Dropout; Dual Stream Compression (Group 4, JPEG), Image Merge

- **Operator Control Panel**
  - Color, front-facing graphical LCD display with four operator control buttons

- **Power Consumption**
  - Color, front-facing graphical LCD display with four operator control buttons

- **Environmental Factors**
  - Energy Star qualified scanners: Operating temperature: 15-35°C (59-95°F), Operating humidity: 15% to 80% RH
  - Operating temperature: -0°F to 113°F
  - Operating humidity: 15% to 80% RH

- **Accoustical Noise (operator position sound pressure level)**
  - Off or Ready mode: <60 dB(A)

- **Environmental Factors**
  - Off or Ready mode: <60 dB(A)
  - Scanning: <60 dB(A)

- **Electrical Requirements**
  - 100-240 V (International), 50-60 Hz

- **Accessories (Optional)**
  - Kodak A3 Size Flatbed Accessory, Kodak Legal Size Flatbed Accessory

- **Limited Warranty**
  - Three years (Advanced Unit Replacement)

- **Dimensions and Weight**
  - Height: 246 mm (9.7 in.); Width: 330 mm (13.0 in.); Depth: 162 mm (6.3 in.); Weight: 3.2 kg (7 lbs.)

*Throughout speeds may vary depending on your choice of driver, application software, operating system, PC, and selected image processing features.

Want to learn more?
www.kodakalaris.com/go/scannmatei150

Kodak Alaris Inc.
2400 Mt. Read Blvd., Rochester, NY 14615, USA
1-800-944-6171

Kodak Alaris Operations Canada Inc.
Mississauga, Ontario, Canada L5W 0A5
1-800-944-6171

For more information please contact
REYNOLDS BUSINESS SYSTEMS
682 N Brookside Rd | Allentown, PA 18106
(610) 398-9080 | Toll-Free (877) 515-8800
info@reyoldsbusnness.com
www.reynoldsbusiness.com

© 2016 Kodak Alaris Inc. TM/SM/® trademarks.
This Kodak trademark and trade dress are used under license from Eastman Kodak Company.
Specifications are subject to change without notice, ©2016.